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SOLUTIONS ITALIA

Bulb LED Opaque

PS-M-C037/3 PS-B053/6

TEC H N ICA L DATA (according the EU regulation N°1194/2012)
General data
Item PS-M-C037/3 PS-B053/6
Code
Power (W) 3W 6w
Series MIRA-HB
Description High bright LED Bulb Candel lights
Type @y
Nominal Life (h) 30.000
Dimmable No \w 9
Colour management (RGB) No |
Starting time (max) (s) 0.001 sec -instant on %
Warm-up time to 95% of full light (s) Instant ON 100 % light, no warm-up time <
No. switching cycles (min) >15.000
Operation ambient temperature (°C) -20°C ~ +45°C
Operation humidity <90%
Eco label data (according the EU regulation N°1194/2012 - annex i) SR
Energy efficiency class A+
Energy consumption 3 kWh/1000h 6 kWh/1000h INSTANT N prt
100 % LIGHT FLICKER HEAT COOLING BW
Optical data @ @
Colour temperature CCT (K) 3200 4000 6000 o T {1
Light color as per EN 12464-1 Warm White Cool White Cool Daylight LVESEAN  CONSUMETION
Colour Rendering Index CRI (Ra) >80
Beam angle(®) >180°
Nominal Luminous flux (Im) > 270 >470
Lumen maintenance at 6000h (%) >80
Efficiency (Im/W) >90 >90 Dimension
Photo-biological hazard (Group) 0
Colour consistency (Mac Adam ellipse - SDCM) <5 37
Electrical data
Watt (W) 3 6
Voltage (V AC/Hz) 170-230VAC / 50-60Hz
Power factor (PF) 205 100
IP rating P20
LED type/model SMD2835 (LM80) 0.5W/pc
Driver Type IC driver - NO FLICKER
Driver methods Constant Current
High-Voltage Testing 4K (37
Capabilities
Type of installation Domestic applications
Type of connection (Base) E14
Lamp replacement Can be easily fitted instead of ordinary light bulbs
Materials and finish
Body material Thermal Plastic + Aluminium
Cover material Polycarbonate (PC) frosted antiglare
Body finish White
Physical data
Product size W (@) x L{(mm) @37x100
Package (according the requlation (EU) No 1194/2012)
Type 1 Blister (2 model available)
Type 2 Color full box
Label According the EU standard
Certification Product must be compliant with all EU standard,

directive and Ecodesign required CE RoHS @ ﬁ @
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